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About

LEES series diesel generators have a wide power range from 8~110kVA.

The generators are widely used in industrial, commercial, backup, primary power source and outdoors project work and so on.

e performance: Best engines ensure the best performance and the strongest power, which make sure gensets work smoothly.

e Customer service: Reliable LEES after sale service, which make sure customers have a worry free experience.

® Optimization: LEES make some improvements for the LEES engines, which make the engines more suitable for generators.

® Silence: LEES take use of two-step silencing with 5 cm thickness and high density mute cotton to low the noise. The generators could reach at 60 dbA/7m without
loading and 62-65 dbA/7m with full loading.

® Elegance: LEES generators appearance is very fashionable and beautiful, with bright yellow color, which makes the gensets high recognition. Waterproof canopy use 2mm
cold-rolled steel with powder coated painting to produce.

® Intelligence: LEES use Chinese brand SmartGen controller to control and protect the genset. Push-to-start is very convenient.

e Design and Details: Considerate design is the aims and objectives. To make customers satisfied and optimize customers' experience, LEES focus on every detail and review
every improvement at regular intervals. We will review the generator at least 3 times before the product get in market. At present, LEES have make the changes and

improvements on anti-collision rubber, stainless screws, doors, baseframe, wiring ways, oil drain valve and so on.

;'- [ ALz : B m- BLEES ‘

« Beautiful and fashionable canopy with tight structure. Loading quantity: 14sets/20'GP and 28 sets/40'HQ

« The design for the market is best-selling model with classic shape, which has high market acceptance.

« The rainproof canopy is used 2 mm thickness cold rolled steel, strong and durable, which sound insulation effect is good. The surface of the canopy is used powder painting,
which production workmanship is rigorous.

 Adopt two-step silencing technology with high density sound-absorbing cotton to reduce running noise.

» Humanized design fully consider the customer experience and improve its service satisfaction.

* The best cost-performance
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LEES
50 Hz

50Hz | Single/Three Phase

Model
Prime Power (kVA)
Standby Power (kVA)
Prime Power (kW)
Standby Power (kW)
Rated Frequency (Hz)
Rated Voltage (V)
Rated Current (A)
Rated Speed (r/min)
Engine Brand
Engine Model
Cylinder No.& Configuration
Working Mode
Bore x Stroke (mm)
Displacement (L)
Compression Ratio
Rated Power (kW)
E
: Rated Speed
,L Lubrication System
E
Lube Oil
Lube Oil Capacity (L)
Battery Capacity

Fuel Type

Fuel Consumption 25% load
(L/H)

Fuel Consumption 50% load
(L/H)

Fuel Consumption 75% load
(L/H)

Fuel Consumption 100% load
(L/H)

Phase
Poles
Loop Mode
A Excitation System
I
T Power Factor (cos®)
E
Ril oo o
N Winding Pitch
A
T Winding Connection
o
R Terminals
Bearing
IP Rating
Insulation Rating
Output Voltage (V)

Noise Level (7m)dB(A)

Continuous Running Time (h)

Silent Type: Overall
Dimension (mm)(LxWxH)

Silent Type: Net Weight (kg)

Amuzmao

Silent Type: Fuel Tank
Capacity (L)

Open Type: Overall
Dimension (mm)(LxWxH)

Open Type: Net Weight (kg)

Open Type: Fuel Tank
Capacity (L)

LsY8s

7.2

79

712

7.9

50

230

313

1500

LEES

YD380D

LSY10S

8.6

9.5

8.6

9.5

50

230

37.4

1500

LEES

YD385D

3 cylinder Diesel L type

80x90

1.357
18
10

1500

4.5

1.43
2.23
2.86

31

1
2/3
Y connection
12
single bearing
1P23
H
230
73
10
1686x806x1050
590

69

85x90

1.532
18
11

1500

4.5

1.61
2.54
3.12

3.55

1

2/3

Y connection

12

single bearing

Lsy12s

11.2

1233

11.2

123

50

230

48.7

1500

LEES

YD480D

80x90

1.809

18

14

1500

5

LSY255
22.4
24.6
22.4
24.6

50
230
97.4
1500
LEES

Y4100D

Naturally Aspirated
100X118
3.707
18
30
1500

Splash Lubrication

Lsy11s3
10
11
8
8.8
50
400/230
14.4
1500
LEES

YD380D

LSY12s3
11
121
8.8
9.7
50
400/230
15.9
1500
LEES

YD385D

3 cylinder Diesel L type

80x90

1.357

18

10

1500

Conforms above CD class or SAEL0W-30,15W-40

LSY15S Lsy18s LSy22s
13.6 16.8 20
15 18.4 22
13.6 16.8 20
15 18.4 22
50 50 50
230 230 230
59.1 73.0 87.0
1500 1500 1500
LEES LEES LEES
YND485D YND490D Y495D
4 cylinder Diesel L type
85x95 90x100 95X105
2.156 2.54 2:077;
18 18 18
17 21 26
1500 1500 1500
515 8 8

1.67 211 1.87
2.74 2.78 2.98
3.43 3.73 4.05
4.22 471 5.45
Single
4 4 4
Single phase three wire

1 1 1

2/3 2/3 2/3

Y connection
12

single bearing

Y connection
12

single bearing

Y connection
12

single bearing

il

4.5

Diesel:0#(Summer),-10#(Winter),-35#(Cold)

3.69

5.27

6.15

6.87

2.55

4.34

5.74

7.05

1.43

2.23

2.86

3%

Brushless self-excited constant voltage (AVR)

il
2/3
Y connection
12

single bearing

1P23 1P23 1P23 1P23 1P23
H H H H H
230 230 230 230 230
73 73 73 73 73
10 10 10 10 10
1050 1050 1846x806x1146 1846x806x1146 1046
630 650 710 720 730
69 69 79 79 85

1
2/3
Y connection
12
single bearing
1P23
H
230
73
10
2106X886X1146
960

100

0.8
2/3

Y connection
12

single bearing

85x90

1.532
18
11

1500

4.5

1.61
2.54
3.12

3155

0.8

2/3

Y connection

12

single bearing

LSY15S3
13.5
14.9
10.8
11.9

50

400/230
19.5
1500
LEES

YD480D

80x90

1.809
18
14

1500

5

1.67
2.74

3.43

LSy18s3
16
17.6
12.8
14.1
50
400/230
2311
1500
LEES

YND485D

LSY23s3
21
230
16.8
18.5
50
400/230
303
1500
LEES

YND490D

4 cylinder Diesel L type

85x95

2.156

17

1500

5.5

2.11)

2.78

373

Three phase four wire

0.8
2/3

Y connection
12

single bearing

0.8
2/3

Y connection
12

single bearing

90x100
2.54
18
21

1500

8

1.87
2.98
4.05

5.45

0.8
2/3

Y connection
12

single bearing

LSY30s3
27
207
216
23.8
50
400/230
39.0
1500
LEES

Y495D

95X105
2.977
18
26

1500

8

6-QW-36(312)*1 6-QW-36(312)*1 6-QW-45(380)*1 6-QW-45(380)*1 6-QW-45(380)*1 6-QW-45(380)*1 6-QW-60(580)*2 6-QW-36(312)*1 6-QW-36(312)*1 6-QW-45(380)*1 6-QW-45(380)*1 6-QW-45(380)*1 6-QW-45(380)*1

3.69
5.27
6.15

6.87

0.8
2/3

Y connection
12

single bearing

1P23 1P23 1P23 1P23 1P23 1P23

H H H H H H

400/230 400/230 400/230 400/230 400/230 400/230
73 73 73 73 73 73
10 10 10 10 10 10
1050 1050 1050 1146 1146 1046

590 610 625 680 690 760

69 69 69 79 79 85



LEES
50 Hz

50Hz | Three Phase

Model LSY33s3 LSY41s3 LSY5553 LSY6053 LSY70s3 Lsy88s3 LSY110S3 LSY16553 LSY220S3 LSY275S3 LSY300S3 LSY360S3 LsY412s3

Prime Power (kVA) 30 375 50 55 63 80 100 150 200 250 275 325 360

Standby Power (kVA) 33 413 55 60 70 88 110 165 220 275 300 360 400

Prime Power (kW) 24 30 40 44 50.4 64 80 120 160 200 220 260 288

Standby Power (kW) 26.4 33 44 48 56 70.4 88 132 176 220 240 288 320

Rated Frequency (Hz) 50 50 50 50 50 50 50 50 50 50 50 50 50

Rated Voltage (V) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230

Rated Current (A) 433 54.1 69.4 76.3 87.4 111.0 1443 216.5 288.7 360.9 396.9 469.1 519.6

Rated Speed (r/min) 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500
Engine Brand LEES LEES LEES LEES LEES LEES LEES LEES LEES LEES LEES LEES LEES
Engine Model Y4100D Y4105D Y4102ZLD Y4105ZLD YDAEZLD Y4110ZLD LR4M3L-D LR6M3L-D YM6H4L-D YM6S4L-D YM6SALF-D YM6S9L-D YMBSIOLF-D
Cylinder No.& Configuration 4 cylinder Diesel L type 6 cylinder Diesel L type
Working Mode Naturally Aspirated Inter cooler Turbo
Bore x Stroke (mm) 100X118 105x118 102x118 105x118 105x118 110x118 110x125 110x125 120x130 126x130 126x130 126x155 126x155
Displacement (L) 3.707 4.087 3.875 4.087 4.087 43 4.75 713 8.822 9.726 9.726 11.596 11.596
Compression Ratio 18 18 18 18 18 18 17 17 17.5 17 17 17 17
Rated Power (kW) 30 38 48 55 63 80 78 145 186 220 255 300 327

E

: Rated Speed 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

,:‘ Lubrication System Splash Lubrication

F Lube Oil Conforms above CD class or SAELOW-30,15W-40
Lube Oil Capacity (L) iz 13 13 13 13 17 14 16 23 16 23 24 24
Battery Capacity 6-QW-60(580)*2 6-QW-60(580)*2 6-QW-60(580)*2 6-QW-60(580)*2 6-QW-60(580)*2 6-QW-60(580)*2 6-QW-80(600)*2 6-QW-80(600)*2 6-QW-80(600)*2 6-QW-80(600)*2 6-QW-80(600)*2 6-QW-100(680)*2 6-QW-100(680)*2
Fuel Type Diesel:0#(Summer),-10#(Winter),-35#(Cold)
(FL";:]“"S"'""“"" Zreiosy 2.55 417 4.49 5.14 5.89 7.48 4 8.2 12 13 16 20 24
(FL"/':]C°"S""“’“°" 30% load 434 5.58 7.57 8.66 9.92 1259 8.9 172 236 26 31 39.7 44.8
(FL"/ﬂ]m"s""'pﬁ"" 75% losd 5.74 6.75 10.22 11.69 13.39 16.27 13.8 24.8 336 38.8 46.5 59.5 67
:&i:]cmsumpﬁm 100% load 7.05 8.8 13.16 14.72 16.87 20.94 18.4 331 44 55.8 60.4 77.3 88.6
Phase 3 3 3 3 3 3 3 3 3 3 3 3 3
Poles 4 4 4 4 4 4 4 4 4 4 4 4 4
Loop Mode Three phase four wire

A Excitation System Brushless self-excited constant voltage (AVR)

L

: Power Factor (cos®) 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8 0.8

: Winding Pitch 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3 2/3

: Winding Connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection Y connection

g Terminals 12 12 12 12 12 12 12 12 12 12 12 12 12
Bearing single bearing  single bearing  single bearing  single bearing  single bearing  single bearing  single bearing  single bearing  single bearing  single bearing  single bearing single bearing single bearing
IP Rating P23 1P23 P23 P23 1P23 P23 P23 1P23 P23 P23 P23 P23 P23
Insulation Rating H H H H H H H H H H H H H
Output Voltage (V) 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230 400/230
Noise Level (7m)dB(A) 73 73 73 73 73 73 73 80 80 80 80 80 80
Continuous Running Time (h) 10 10 14 02 11 &l - - - - = o -

Silent Type: Overall
Dimension (mm)(LxWxH)

Silent Type: Net Weight (kg) 950 990 1160 1180 1200 1260 1690 2100 3030 3080 3685 4350 4550

2106X886X1146 2106X886X1146  2466X1006X1257 2466X1006X1257 2466X1006X1257 2566X1006X1257 2960x1100x1650 3360x1110x1700 3910x1332x2100 3910x1332x2100 4260x1462x2100  4260X1612X2300 4700x1630x2400

Silent Type: Fuel Tank
Capacity (L)

Open Type: Overall
Dimension (mm)(LxWxH)

Open Type: Net Weight (kg) = = = = = = 1257 1400 2150 2200 2700 3100 3100

Amuzmao

100 100 139 139 139 146 436 393 758 758 765 1050 1331

- - - - - = 2150x990x1450  2650x1000x1550  3100x1220x1900 3100x1220x1900 3210x1220x1900  3460x1510x2050 3460x1510%2050

Open Type: Fuel Tank

a = H o & H o 220 300 470 470 490 610 710
Capacity (L)
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Product

- H level brushless copper

alternator and sound-absorbing sponge

- Reduce the noise level which
could reach 62 dBA/7m.

Features
_—,-_——-—'____—'—:-—-————Fr'_ﬁ
1. SMARTGEN controller NI B -
and Self-governed controller box i ) — _—___ —— ALEESengines
l] i AL - Stable and reliable performance.
2.LEE : i
Salternator T — 5. High quality flame-retardant

3. Forklift groove as standard
more convenient to move

« 4-stroke, water-cooled diesel engine < Standard air filter « Standard fuel filter
« Standard oil filter « Oil temperature sensor « Low coolant level sensor < 12/24V electrical system

« Radiator with blowing fan « Industrial silence

* 12 wire reconnectable stator/terminal arrangement. « Using microprocessor as a core, graphics LCD with big screen and backlight, key
« Easy access for installation and maintenance. touch for operation.

« 2/3 pitch winding as standard, to avoid excessive neutral currents.  Have a RS485 port, can be used for communicate to PC.

« Class H insulation with severe environmental protection as standard . « All parameters can be set from the front panel, or be set by PC used SG72.

* Built to conform with all leading industrial and marine standards. * Security password-protected programming levels.

* 460 AVR as standard with 1.5% regulation and 2 phase sensing. « [ parameters use digital modulation, with higher reliability and stability.

«IP23 as standard. « Built-in speed/frequency detecting units can accurately judge the states such as

crank success and over speed.

www. Ieespower .COm I . -®
Tel: 0086-510-85168446 A
Email: lees@leespower.com

Facebook: @leesgenerator
Add: 312 National Highway, Luoshe, Huishan District, Wuxi, China, 214000 Comprehensive Power Solutions





